Linear potentiometers

Standard series

+Measuring range 30 - 1250 mm
+Long mechanical life 100 million cycles

+ Excellent repeatability <0.01 mm

+ Infinite resolution
+5 kOhm or 10 kOhm

LPT

Technical Specifications

Measurement Stroke

30 to 1250 mm

Linearity + %0,05
Repeatability <0.01 mm
Resolution Infinite

Resistance 5 kOhm or 10 kOhm
Resistance Tolerance + %20

Load Resistance 100 kOhm min.
Recommended Cursor Current <1pA

Permissible Applied Voltage 28 VDC max.

Electrical Connections

4 pole hydraulic type connector

Displacement Speed

<5mis

Mechanical Life

100 million cycles

Case Dimensions

33 mmx 33 mm

Case Material

Anodized aluminium

Rod Material

Stainless steel

Rod Diameter @6 mm
Mechanical Fixing Variable brackets
IP Degree IP 65
Operating Temperature -20°C ... +80°C
Storage Temperature -30°C ... +90°C
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9 Waterman Ave.Toronto,Ont. M4B1Y2

Til 416-445-5500 Fax:
Toll Free: 1-800-465-1600
Email: sales@intertechnology.com

416-445-1170

Wabsite: www. intertechnology.com



