
INTERTECHNOLOGY INC.

WILL BE OFFERING OUR STRAIN GAUGING CUSTOMERS
 A CHANCE TO TRADE IN THEIR OLD STRAIN INDICATORS

 FOR A $300 CREDIT
TOWARDS THE PURCHASE OF A NEW VISHAY MEASUREMENTS GROUP

P3 PORTABLE 4 CHANNEL STRAIN INDICATOR & RECORDER

 The Model P3 Strain Indicator and Recorder
 is a portable, battery-operated instrument capable of simultaneously
accepting four inputs from quarter-, half-, and full-bridge strain-gage

circuits, including strain-gage-based transducers.
Designed for use in a wide variety of physical test and measurement

applications, the P3 functions as bridge amplifier, static strain indicator,
and digital data logger.

The P3 can be configured and operated directly from your PC with a
separate software application included with each instrument.

Features
Four input channels

Direct reading LCD display
On-board data storage

0 to 2.5Vdc analog output
Quarter, half and full bridge circuits

Built-in bridge completion
120-, 350- and 1000-ohm dummy gages

Automatic zero-balancing and calibration
Intuitive, menu-driven operations

USB data link
Operation from keypad or PC

Portable, lightweight and rugged
Battery, USB or line-voltage power

Optional 10-pin transducer connector




